Heat recovery tanks with integrated heat
recovery technology are very simple with
no moving parts and have been
successfully deployed in many locations
across the world in the hospitality industry.

The integrated heat recovery water
heating tank has the heat recovery
technology built into the outer wall of the
tank. The system does not require a
circulator.

Refrigerant flow can be controlled by a
bypass valve and powered by the
refrigeration compressor.

The industrial food grade duplex stainless
steel storage tank resists corrosion and
has a replaceable anode for extra
protection.

Key Benefits:

* Meets all codes required for double-
wall heat exchanger. No risk of
contamination.

* 2" high density foam insulation.

* Fits any air conditioning system.

* No moving parts

* Backup element

* Optional by-pass control valve

* Available in one or multiple circuit
designs. You can connect one or
multiple compressors to a single unit.

Heat Recovery

Hot Water
Storage Tank

The new generation of AE

Heat Recovery Storage Tank (HRST)
are manufactured with the latest
welding technologies, to ensure
joints are seamless and durable.
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litres 300 500
mm 600 700
mm 500 600
mm 1560 1828
sSUs316L sus316L
mm 2.0
Galvanised Steel with painting
Screw Thread
kw/230V 3.0 3.0
Temp. Sensor Hole G1/2" G1/2"
Hot Water Outlet G3/4" G3/4"
Cold Water Inlet G3/4" G3/4"
T/P Connection G3/4" G3/4"
mm 20 x 300mm 20 x 300mm
Bar 6 6
Bar 10 10
High Density PU Foam
mm 50

Hot water outlet

PT valve connection

. Cold water inlet

- Coil outlets

- Coil inlets

In our continuous effort towards product improvement,
048 reserves the right to implement changes without notice.

*Above figure is based on 300 litres model.
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